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Annex to 

Compatibility Declaration 

 
Connection and configuration recommendations 

Ruptela HCV5 terminal and 
 axle load sensors  

GNOM DDE S7 and GNOM DP S7 
(compatible also with LCV5 and Pro5) 

 

1. Connecting GNOM DDE S7, GNOM DP S7. 
Transfer sensors to working or production mode. 

Using a calculator, determine the MAC address of the sensor. 

You need the serial number of the sensor from the passport or printed on the sensor case, 

convert from decimal system (DEC) to hexadecimal (HEX). Figure 1.  

   

 

Picture 1. 

The Service S7 GNOM application can be used to determine the MAC address (Figure 2). 

 

Figure 2. 
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2. Terminal settings using the configurator. 

 

A SIM card is inserted into the Ruptela HCV5 terminal.  

The terminal is configured using the configurator (Figure 3). 

 

 
 

Figure 3. 

 

To configure the terminal on the server, you need to make the following settings: 

 

To configure the terminal on the server, you need to make the following settings: 

Open the CONECTION tab. 

Configuring the monitoring server address. 

Setting up access to the Internet (operator SIM card) Figure 4. 

 

 
 

Figure 4. 
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Open the PERIPHERALS AND INTERACES tab. 

Turn on Bluetooth, click Manage accessories. 

Setting the data transmission about the angle of deviation or pressure, temperature, active 

errors. Click the Options button, then Accessories List (Figure 5). 
 

 
Figure 5 

Configuring GNOM DDE, GNOM DP sensors (Figure 6,7,8). 

The terminal supports up to 5 S7 sensors. 

Select the Slot number (number of sensors in order). 

We write down the MAC address of the sensor. 

 

 
Figure 6 

Recommended Timeout 180 seconds 

 

 GNOM DDE GNOM DP 

 

  
 

 Picture 7 Picture 8 
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Choosing the type of sensor(Figure 9.10)... 

 

  
  

 Picture 9 Picture 10 

 

 

Save settings to terminal: Save do device (Figure 11). 
 

 
 

Figure 11. 

 

 

4. Registration for WIALON HOSTING and data transfer. 
 

The terminal must be registered with Wialon hosting (Figure 12-13). 

 

Figure 12 

 
Figure 13 
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Received messages with data on the server are displayed as (Figure 14). 

 

 
Figure 14 

 

To determine the correspondence of the obtained value with the sensor name, we use the 

technical documentation and the configurator(Figure 15-17). 

 

 
 

Figure 15 

 

 
 

Figure 16 
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Figure 17 

 

We correlate ID data, sensor name, value with "raw" data on the server. 

Temperature value multiply by const0.01 

Pressure or deflection angle multiply by const 0.1 

Configuring sensors on the server (Figures 14-19). 

 

 
Figure 14 

 

  
 

Picture 15 Picture 16 
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Picture 17 Picture 18 

 

  
Picture 19 Picture 20 

 

  

   
Picture 21 Picture 22 
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Picture 23 Picture 24 

 

 

 
The data of the configured sensors are displayed on the monitoring server (Figure 25). 

 

 
Figure 25 

 

 
 

The configuration work is complete. 

Head of technical department     V.A. Panasyuk 


