


 
Recommendations for connecting and configuring  

Terminal GATE-FM 200 and  
NozzleCrocodile contactless reader  

 
1. Connecting the NozzleCrocodile contactless reader: 

• brown wire (ground) DFM connected to «negative» of power supply; 
• orange wire (power supply) DFM connected to «positive» of power 

supply; 
• white wire (signal) DFM connected to the input IN DIG1 GATE-FM 200. 

2. Сonnection scheme 
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3. Hardware Setup and calibration of NozzleCrocodile 
To configure the software you need to send an email to Simbiotech specialist 
(support@tracking.lt) with the following information: 

• the connected input; 
• calibration coefficient from the DFM passport (for example 200 signal 

pulses per 1 liter). 
 
Сalibration factor is determined individually for the vehicle in accordance 
with the results of test drive: 

• Tank refuels fullest.  
• The car rides on a typical trip. You need to spend at least half tank of 

fuel.  
• Then the tank is filled up to the same maximum level. 
• Filling the tank you determine how many liters of fuel actually been 

spent. 
• You got a real and measured fuel consumptions. Use math proportion 

to calculate the new Сalibration factor. 
• Send new calibration factor to Simbiotech specialist 

(support@tracking.lt) 
 

4. Check the fuel data in the software 
Fuel consumption in the analytic monitoring server software "System fuel control» 
www.tracking.lt (Fig. 1):  

 
Fig. 1 

 
 
Tab «Statistics», item "Fuel costs" (Fig. 2): 

 
Fig. 2 

 

Head of Technical Department    V. A. Panasiuk 
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