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Annex to the declaration of compatibility 

 
 

Recommendations regarding connection and adjustment 

 of BCE Fm Blue tracking devices  
and DUT-E A5 (DUT-E A10) fuel level sensors 

 
1. Connection of DUT-E А5 (DUT-E А10): 
1.1. the brown wire (-) of DUT-E is connected to minus of the power supply unit; 

1.2. the orange wire (+) of DUT-E is connected to plus of the power supply unit; 

1.3. the white wire (signal) of DUT-E sensor is connected to the white wire of ADC3 ВСЕ Fm 

Blue tracking device. 

2. Connection scheme: 
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3. Equipment adjustment: 

 
3.1. Create a configuration file in the software Device settings wizard (Figures 1-7): 
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Figure 1 

 
Figure 2 



Minsk 2013 Page 3 of 22 

 
Figure 3 

 

 
Figure 4 
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Figure 5 

 

 
Figure 6 
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Figure 7 

 
  



Minsk 2013 Page 6 of 22 

3.2. Save the created file on the PC (Figure 8): 

 
Figure 8 

 

3.3. Load the saved configuration file into the server configurator http://www.fmset.eu      

(Figures 9-13): 

 

Figure 9 

 

Figure 10 

http://www.fmset.eu/
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Figure 11 

 
Figure 12 
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Figure 13 

 

3.4. Select the tracking device to be adjusted and load the configuration file into it by pressing 

Create button (Figures 14-15): 

 
Figure 14 
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Figure 15 

 

Further on, an example of adjustment for Wialon server http://gps.sensetracking.com. 

3.5. Insert the SIM card into the tracking device. Register the tracking device at the Wialon server 

http://gps.sensetracking.com. 

3.6. At the Wialon server http://gps.sensetracking.com specify logic inputs of the connected 

sensors and generate a calibration table correlating the voltage at the DUT-E output measured 

by a voltmeter with the volume of fuel in the tank.    (Figures 16-15): 

http://gps.sensetracking.com/
http://gps.sensetracking.com/
http://gps.sensetracking.com/
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Figure 16 
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Figure 17 

 

 

 
Figure 18 
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Figure 19 
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3.7. To generate reports, adjust parameters for the fuel level sensor at the Fuel Consumption 

(Расход топлива) tab (Figures 20, 21): 

 

 
Figure 20 
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Figure 21 
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3.8. In the properties of the reports template generate a report on the fuel level and a fuel level 

diagram (Figures 22-29): 

 

 

 
Figure 22 
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Figure 23 
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Figure 24 
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Figure 25 



Minsk 2013 Page 19 of 22 

 

 

Figure 26 

 

 
Figure 27 
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Figure 28 

 

 
Figure 29 
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3.9. Verify data displayed in the Fuel Used and Fuel Level in the Tank report (Figure 30): 

 

 
Figure 30 

3.10. The fuel level diagram must correctly reflect changes in the fuel level (Figure 31): 
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Figure 31 

 
The adjustment procedure is over. 

Chief of Engineering Department      V.А. Panasyuk 

 


